











FMB DIRECT DRIVE SAWS

PRO-PEGASUS MITRE SERIES
PEGASUS G MODELS

PEGASUS GV

20” CUTTING CAPACITY

* 12-1/2” x 20” Cutting Capacity

* 1-1/4” Wide FMB M42 Cobalt Saw Blade
e ACCU-CUT Blade Guide System

e Compact Design

2 Models to Choose From

PEGASUS G Hydraulic Model
Featuring the FMB Direct Drive System to produce Torque from
95% of the HP.

This machine has the Cutting Torque and 1-1/4” wide blade to
cut your larger parts efficiently and accurately.

PEGASUS GV Hydraulic Model

Same as Pegasus G, but with the added features of Inverter Con-
trol of saw blade speed an electrically driven chip brush.

ltem #  Description
3320012 FMB Pegasus G, Gravity Feed, 220 Volt, 3 PH, 2 Speeds
3320024 FMB Pegasus G, Gravity Feed, 440 Volt, 3 PH, 2 Speeds
3320042 FMB Pegasus GV, Gravity Feed, 220 Volt, 3 PH,
Variable Speeds
3320054 FMB Pegasus GV, Gravity Feed, 440 Volt, 3 PH,
Variable Speeds
3320062 FMB Pegasus GV, Gravity Feed, 220 Volt, 1 PH,
Variable Speeds
3420012 FMB Pegasus Hydraulic Semi-Auto, 220 Volt, 1 PH,
Variable Speeds
3420024 FMB Pegasus Hydraulic Semi-Auto, 440 Volt, 3 PH,
Variable Speeds
3420032 FMB Pegasus G, Gravity Feed, 220 Volt, 1 PH,
Variable Speeds

Standard Equipment included with each Pegasus G Saw:

¢ Precision Machined Cast Saw Head

¢ Strong Saw Pivot

¢ Precision Machined Horizontal Blade Guide Arm

e ACCU-CUT Blade Guide Holder

¢ Carbide Blade Guides with set tolerance of 0.0007”

¢ Top and Side Roller Guides for Support into the
Carbide Guide

¢ 0-60 Degree Mitre Saw Head with Built-in
precision protractor

¢ 3.0 HP Saw Motor powers FMB Straight Line
Gear Drive

¢ Inverter Controlled Blade Speeds 50-400 FPM
(G Model 2 Speeds, 100/200 FPM)

¢ Electrically Driven Blade Chip Brush
(G Model Blade Driven)
¢ Heavy Duty Clamping Vise with Quick Clamp Action
¢ | arge Cast Saw Head Rotational Support
¢ Machine Base with Built-in Operating Controls and
locking cabinet
¢ Recirculating Flood Coolant System
(Starter Kit SAWZIT Concentrate)

(See specs on back page)






