
               

 

 

 

DOUBLE-BLADE V-Notching Saw 

MODEL PMI-14 D-Type  

 
The PMI-14 D-Type is equipped with two saw blades that are staggered and mounted on two 

precision machined shafts.  The machine has an adjustable forward fence so it can be setup to cut 

different v-notch depths.  The two saw blades are set at a 45 degree angle so they will provide an 

accurate, precise v-notch.  The PMI-14 D-Type is designed for v-notching applications that 

require accurate cuts on aluminum and other non-ferrous metals.       

 

Saw Blade Spindle: 

The Saw Blades travel vertically through the work piece on two precision machined shafts to 

assure consistent and accurate cutting. The PMI-14 D-Type is equipped with two saw blades that 

are staggered at 45 degrees. Each saw blade is operated by its own 2 HP saw motor.    

 

Saw Blade Feed:  

The saw blade feed rate is an air over oil system so the saw operator has full control of the feed 

rate. This allows for accurate cuts and long blade life. In addition, the saw blade travel is 

adjustable so it can be set for the optimal travel to provide the fastest cycle time.   

 

Work Piece Clamping:  

The PMI-14 D-Type is equipped with two horizontal and vertical clamps so the material is 

clamped horizontally and vertically on the infeed and outfeed side of the saw blade.   

 

Saw Blade Lubrication:  

Saw Blades are lubricated via a precision mist system. A small amount of lubricant is introduced 

to an air line at the point of discharge for control and economical distribution of the saw lubricant.   

 

V-Notch Cuts:  

 

 
 

Adjustable Forward Fence: 

The machine is equipped with an adjustable forward fence so the saw operator can set the 

machine to cut different v-notch depths on various widths of extrusion.  The forward fence is 

positioned using a hand wheel that will move the fence in and out.  There is a scale so the 

operator can see the amount of adjustment he is making to the fence.  The fence is locked in 

position by two handles.   

 

 

 



               

 

Safety Features:  

 

 Safety Machine Enclosure 

 Safety Limit Switch: Blade access door is protected via a limit switch that will shut down 

the machine in case of an open door.   

 

 

Technical Data: 

Cutting Angle   45 Degrees (v-notch) 

Cutting Width   3-1/2 Inches (90mm) 

Cutting Height   7 Inches (180mm) 

 

Saw Blade Size   14 inch x 1” Bore (2) 

Saw Blade Speed  3200 RPM 

Saw Blade Motor  2 HP (Each Saw Blade) 

     

Work Table Height  33-1/2 Inches  

 

Machine Size   39.37 Inches x 33 Inches x 62.20 Inches 

Machine Weight  770 lbs 

 

2 Saw Blades Included 

Tool Box Included  

 

 
  


